4 CH Digital Video Recorder
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User s Manual

Please read this instructions thoroughly before operation and keep the manual in a safe
place for further reference.
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WARNING

All the safety and operating instructions should be read before operation. The improper operation may cause
permanent damage.

RISK OF ELECTRIC SHOCK
0O NOT OPEN

WARNING : TO REDUCE THE RISK OF ELECTRIC SHOCK,
DO NOT EXPOSE THIS APPLIANCE TO RAIN OR MOISTLL
NO USER-SERVICEABLE FPARTS INSIDE,
REFER SERVICING TO QUALIFIED
SERVICE PERSONMNEL
SOCKET-OUTLET SHALL BE INSTALLED MEAR THE EQUIPMENT AND

SHALL BE EASILY ACCESSIBLE.

This adaptor is only for this machine. Do not use it for other electronic products or it may damage other products.
Please lift and place this equipment gently.

Do not expose this equipment from direct sunlight and keep it away from sources of intense heat.

Do not use this equipment near water or in contact with water.

Avoid dusty or humid place.

Do not switch the Power On & Off within short period of time (within 3 seconds).

Do not block the ventilation holes at the top and bottom of the unit.

Do not attempt to service this equipment by yourself.

Installation should be made by qualified service personnel.

Do not try to retrieve the HDD data by PC.

The lightning flash with arrowhead symbol, within an equilateral triangle, isintended to alert
the user to the presence of uninsulated "dangerous voltage" within the product's enclosure that
may be of sufficient magnitude to constitute arisk of eectric shock to persons.

The exclamation point within an equilateral triangleis intended to alert the user to the presence
of important operating and maintenance-(servicing) instructions in the literature accompanying
the appliance.
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DVR Features

Wavelet compression format replaces Time-Lapse VCR + Multiplexer / Quad
On Screen Display and Remote Control via Video Server & PC
Picture-in-picture (PIP) and Picture-on-Picture (POP) function in live

Alarm input & output function

Video loss detected on each channel

Multiplexer & Quad recording mode switching

Recording rate up to full size 30 fields/sec. or Quad size 240 fields/sec.
Support 1 HDD, IDE TYPE (over 250 GB)

Multiple quick search by date/time, alarm, full list

Security password protection

RS-232, RS-485 communication protocol

PACKAGE CONTENT
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Accessories pack Accessories pack Power Adapter and Cord

Warning:
1. Please check the package to make sure that you receive the complete components shown above.

2. This adaptor is DC19V 2A. User can find the adaptor for replacement at a computer shop if the adaptor is broken.



INSTALLATION GUIDE

1. Connect cameras and monitor to the DVR.

2. Shown below is an example of connecting the DVR to your existing Observation System.

Before Operation

3. Install HDD (The compatible HDD Brands are listed in the following table.)

Please refer to page 19. Appendix #1 for installation instructions.

*The HDD must be installed before turning on the DVR. If HDD is not installed, the DVR would function as a 4 CH multiplexer.
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COMPATIBLE HARD DISK MODELS

Manufacturer Model Capacity | Rotation
HITACHI Deskstar 180 GXP (120 GB) 120GB 7200 rpm
HITACHI Deskstar 7K250, HDS722516VLAT20 160GB 7200 rpm
HITACHI Deskstar 7K250, HDS722525VLAT80 250GB 7200 rpm
IBM Deskstar 120GXP (80GB) 80GB 7200 rpm
IBM Deskstar 120GXP (120GB) 120GB 7200 rpm
Maxtor DiamondMax 536D X(60GB) 4W060H4 60GB 5400 rpm
Maxtor DiamondMax Plus 9 80GB 7200 rpm
Maxtor DiamondMax Plus 9, Model#6Y120L 120GB 7200 rpm
Maxtor DiamondMax Plus 9, Model#6Y160L0 160GB 7200 rpm
Maxtor MaxLine Plus ¥ , Model#7Y250P0 250GB 7200 rpm
Seagate Barracuda ATA IV, ST380021A 80GB 7200 rpm
Seagate Barracuda ATA V, ST3120023A 120GB 7200 rpm
Seagate Barracuda 7200.7 Plus, ST3160023A 160GB 7200 rpm
Western Digital |Caviar WD1200BB-00CAA1 120GB 7200 rpm
Western Digital |Caviar WD2000BB-00DWAQ 200GB 7200 rpm
Western Digital |CaviarSE WD2500JB 250GB 7200 rpm




